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The interface module monitors the detector wire. The module pro-
vides single control LEDs for operation, alarm and faults. The inter-
face module is necessary for the connection of the WLM detector 
wire to the most fire alarm panels. The modules are available for the 
connection of one or two detector wire (max. length 2,000m per line; 
one or two connection terminals). 

The interface module is also available being a complete ready to 
mount unit. 

Technical data Interface Module single terminal: 

Main voltage: 24V DC 
Standby current: 20 mA at 24V 
Alarm current: 45 mA at 24V 
Length of detector wire: max. 2,000 m per terminal  
Ambient temperatures: 0 °C – 49 °C, with max. 95% h umidity 

Technical data Interface Module two connection terminals: 

Mina voltage: 24V DC 
Standby current: 45 mA at 24V 
Alarm current: 150 mA at 24V 
Length of detector wire: max. 2,000 m per terminal 
Ambient temperature: 0 °C – 49 °C, with max. 95% hu midity 

Necessary components: 

- Detector wire (WLM) 
- Standard mounting and connection material 
- Termination module (one per detection line) 

Order information: 

Item no. Description Unit Packing unit 

100358 WLM-WIM Interface Module single terminal piece 1 piece 

100359 WLM-WIM Interface Module two terminals piece 1 piece 

100360 WLM Termination module piece 1 piece 
 

For the ready to mount Interface module please see the special data sheet (B005E). 
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